IADSA 140

APPLICATION FOR SUBMITTAL OF POST-APPROVAL DOCUMENT

This application is for submittal of documents, after the initial approval of the project (post-approval documents), that require Division of the State Architect
(DSA) review and approval.This form shall be completed by the Design Professional in General Responsible Charge of the project, in accordance with
California Code of Regulations, Title 24, Part 1, Sections 4-317, 4-323 and 4-338 and in compliance with DSA IR A-6: Construction Change Document
Submittal and Approval Process.

DSA documents referenced within this form are available on the DSA Forms or DSA Publications webpages.

1. SUBMITTAL TYPE: (Is this a resubmittal? Yes liNoll) ‘

Deferred Submittal CJ Addendum Number: CCD Number: 5 Category A|:|or BD

2. PROJECT INFORMATION:

School District/Owner: EAST SIDE UNION HIGH SCHOOL DISTIRCT DSA File Number: 43 H10
Project Name/School: INDEPENDENCE CONCESSION BUILDING DSA Application Number 01 E 118508
3. APPLICANT INFORMATION:

Date Submitted: 06/21/21 Attached Pages? No[_]Yes[“]Number of pages? 3

Firm Name: Artik Contact Name: Martin Hochroth

Work Email: Rdaniel@artika3.com Work Phone: (408) 224-9890

Firm Address: 394-A Umbarger rd City: San Jose State: CA Zip Code: 95111

4. REASON FOR SUBMITTAL: (Check applicable boxes)

O For revision or addendum prior to construction. ¥ For a project currently under construction.

O For a project that has a form DSA 301-N: Notification of Requirement for Certification, DSA 301-P: Posted Notification of Requirement for Certification or
a 90-Day Letter issued.

[0 To obtain DSA approval of an existing uncertified building or buildings.

O For Category B CCD this is:|:|a voluntary submittal,[_Ja DSA required submittal (attach DSA notice requiring submission).
5. DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE:
Name of the Design Professional In General Responsible Charge: Martin Hochroth

Professional License Number: C-22312 | Discipline: Architect

Design Professional in General Responsible Charge Statement: The attached post-approval documents have been examined by me for design intent
and appear to meet the appropriate requirements of Title 24, California Code of Regulations and the project specifications. They are acceptable for
incorporation into the construction of the project.

Signature:_ 77z 7.

DESIGN PROFESSIONAL IN GENERAL RESPONSIBLE CHARGE

6. CONFIRMATION, DESCRIPTION AND LISTING OF DOCUMENTS: ‘

For addenda, revisions, or CCDs: CHECK THIS BOX O to confirm that all post-approval documents have been stamped and signed by the Responsible
Design Professional listed on form DSA 1: Application for Approval of Plans and Specifications for this project. (For Deferred Submittals, refer to IR A-18:
Use of Construction Documents Prepared by Other Professionals, and IR A-19: Design Professional’s Signature and Seal (Stamp) on Construction
Documents, when applicable, for signature and seal requirements.)

Provide a brief description of construction scope for this post-approval document (attach additional sheets if needed):
Installation of 80' flag pole in lieu of 30" flag pole

List of DSA-approved drawings affected by this post-approval document:

A1.01, A12.10
DSA USE ONLY
Returned DSA STAMP

SSS TL Date_ 6/21/2021 |mapproved |CIDisapproved [INot Required Date:
Comments: By: APPROVED

DIV. OF THE STATE ARCHITECT
FLS Date OApproved [Disapproved [INot Required APP: 01-118508 INC:
Comments: REVIEWED FOR

SS FLSO AcCSO
ACS Date, DApproved [IDisapproved [INot Required DATE:_06/21/2021
Comments:
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APPROVED
DIV. OF THE STATE ARCHITECT

APP: 01-118508 INC:

(E) PRESS BOX
DSA #43167
(N.I.C,)

REVIEWED FOR
sS FLSO AcsO
DATE: ___06/21/2021
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(5 REMOVE EXISTING FLAG POLE.
INTERNAL HALYARD FLAGPOLE W/ WENGH GROUND SET
(6 INSTALL 800" TALL FLAG POLE, WITH EXTERNALSINGEE REVOLVNG
- - SEE CCD05-A2/A3 FOR

DETAILS BY FLAG POLES ETC. EC80IH-IWW80H24
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SCALE CCD No.
1"=20-0" 01
— SITE PLAN PROJECT NO. REFERENCE SHEET
L4 135229 A1.01
DATE DSA #
: JART & ARCHITECTURE INDEPENDENCE - CONCESSION BUILDING 06/11/2021 01-118508
No. C-22312 >

~ 394-A Umbarger Rd
San Jose, CA 95111
Phone 408.224.9830
Fax 408.224.9891
www.ArtikA3.com

REN. 3-31-23

EAST SIDE HIGH SCHOOL DISTRICT

SHEET NO.

CCDO05-A1




APPROVED
DIV. OF THE STATE ARCHITECT

APP: 01-118508 INC:

REVIEWED FOR

CONCRETE: (CBC/DSA/0OSHPD) MIX DESIGN SCHEDULE ss@  FLsO AcSDI
e DATE: ___06/21/2021
1. CONCRETE CONSTRUCTION SHALL CONFORM TO THE CODE PER GENERAL NOTES. TR CONCRETE MAX MAX ) | MAX WATER | FLY ASH @
2. CONCRETE SHALL BE PLACED IN ACCORDANCE WITH ASTM C94 AND ACI STANDARD 304 TYPE| USE cLASS f;g “DA/LNYS@ WEIGLT | AGGREGATE |SLUMP | TO CEMENT | REPLACEMENT
IN_ ADDITION, MAXIMUM FREE FALL OF CONCRETE SHALL BE 4'—0°. o SIZE (N) | (N) | RATIO (%) (%)
3. ALL CONCRETE SHALL BE THOROUGHLY CONSOLIDATED BY SUITABLE MEANS DURING (PSD) (PCF)
PLACEMENT AND SHALL BE THOROUGHLY WORKED AROUND REINFORCEMENT AND EMBEDDED A oy o, 5% MN
FIXTURES AND INTO CORNERS OF FORMS. FOUNDATIONS | 3000 150 1k 44 50 25% MAX
4 THE MINWUM 28 DAY STRENGTH SHALL BE PER MX DESIGN SCHEDULE.
5. CEMENT SHALL CONFORM TO ASTM C150, TYPE | OR B - - - - - - -
6. CONCRETE AGGREGATES:
A NATURAL SAND AND ROCK AGGREGATES SHALL CONFORM TO ASTM C33. FOOTNOTES:
5. LIGHTWEIGHT AGGREGATES SHALL CONFORM TO ASTM C330. 7. ADD WATER REDUCING ADMIXTURES PER SPECIFICATIONS FOR PLACING.
7. MINERAL ADMIXTURES SHALL COMPLY WITH ASTM C618 CLASS F. 2 FOR HOT WEATHER CONCRETING REFER TO ACI 305R
8. LIQUID ADMIXTURES SHALL COMPLY WITH THE FOLLOWING: 5 FOR BOLD WEATHIER CONGRETNG REFLR 10 aci 306R
A T e o r 4. OTHER ADMIXTURES SHALL BE REVIEWED BY THE ENGINEER OF RECORD AND TESTING
C. NON-CHLORIDE ACCELERATORS . . .. ... ASTM C494 TYPE C OR C & E LABORATORY UPON CONCRETE MIX DESIGN SUBMITTAL
S RS SELERATORS & VIS SN A G 5. SLUMPS SHALL NOT EXCEED 8"%1%" WHEN USING MID—RANGE WATER REDUCERS.
o CENERaL. : - 6. ADDITIONAL WATER SHALL NOT BE ADDED TO THE CONCRETE ONCE THE TRUCK LEAVES
: - THE BATCH PLANT.
A MO DIFES QR DuCT SHALL BE PLACED IN CONCRETE SLABS OR WALLS UNLESS 7. MIX DESIGN SHALL NOT BE PROPORTIONED WITHOUT FIELD EXPERIENCE OR TRIAL
B. REFER TO ARCHITECTURAL, STRUCTURAL AND MECHANICAL DRAWINGS FOR ALL MOULDS, BT URES (iR ol 21, SECTION 26.4.5 WHEN USING MORE THAN 157 FLY ASH
GROOVES, ORNAMENTS, CLIPS, ETC. TO BE CAST IN CONCRETE. ) :
10. REMOVE ALL DEBRIS AND EXCESS WATER FROM THE FORMS BEFORE PLACING ANY 2
CONCRETE. 9
11. REINFORCING, DOWELS, BOLTS, ANCHORS, SLEEVES, ETC. TO BE EMBEDDED IN CONCRETE s #3 TIES. PER ELEVATION iglgqlg’t‘igﬁ%zﬂa;”ed

SHALL BE SECURELY POSITIONED AND FREE OF EXCESSIVE SCALE, RUST, DIRT, GREASE, OIL
QR ANY OTHER SUBSTANCES THAT WILL IMPAIR BOND WITH CONCRETE. OBTAIN APPROVAL
QF ALL AFFECTED TRADES PRIOR TO PLACING CONCRETE.

12. CONCRETE IN WALLS, PIERS OR COLUMNS SHALL SET AT LEAST 2 HOURS BEFORE PLACING "3
CONCRETE IN BEAMS, SPANDRELS OR SLABS SUPPORTED THEREON.

13. NO WOOD SPREADERS ALLOWED. NO WOOD STAKES ALLOWED IN AREAS TO BE CONCRETED.

14. CONTRACTOR SHALL PREPARE AND SUBMIT CONCRETE MIX DESIGNS TO THE ARCHITECT/
ENGINEER OF RECORD FOR REVIEW PRIOR TO PLACEMENT OF ANY CONCRETE. CONCRETE
MIX DESIGNS SHALL BE PER ACI 318 CHAPTER 26 AND ACI 301 SECTION 4. CALCIUM
CHLORIDE OR ADMIXTURES WHICH ADD CHLORIDES ARE NOT PERMITTED.

15. NOTIFY THE ENGINEER OF RECORD (AND BUILDING OFFICIAL WHEN REQUIRED) 2 BUSINESS
DAYS PRIOR TO PLACING CONCRETE.

16. CAST—IN—PLACE CONCRETE (NON—PRESTRESSED). THE FOLLOWING MINIMUM CONCRETE
COVER SHALL BE PROVIDED FOR REINFORCEMENT:

outline of flag pole per manufacturer

embedded into footing

12 - #7 VERT EQ SPACED See Detail A for 7\71

reinforcing

¢ coL & FT6

|
4
(D

<
o - a4
3 hoops @ 3" o.c —

B.
C. DOWEL ALL VERTICAL REINFORCING IN WALLS AND COLUMNS FROM FOUNDATION WITH &'-0% j

THE SAME SIZE REINFORCING, UNO.
D. SPLICE CONTINUQUS BARS IN SPANDRELS, GRADE BEAMS, WALL BEAMS, ETC.

A. CONCRETE CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH . . . . . . 3
B. CONCRETE EXPOSED TO EARTH OR WEATHER: S
17.. A ALL BARS SHALNOHAYETARRYRES NO-MINMRAR spLicE LaP -UNO. - -+ - - - - 2 12" 0.c. >
SEE REINFORCEMENT LAP SPLICES TABLE max T |
SPLICES IN ADJACENT BARS SHALL BE NOT LESS THAN 5'—0" APART. UNO. remainder
&

AS FOLLOWS: TOP BARS AT MID—SPAN, BOTTOM BARS AT CENTERLINE SUPPORT UNO.
18. REINFORCING STEEL SHALL BE DETAILED, FABRICATED AND INSTALLED IN ACCORDANCE
WITH ACI 315. SEE REINFORCING STEEL NOTES FOR ADDITIONAL REQUIREMENTS. DETAIL A Per Detail
19. FINAL PRODUCT AS INDICATED ON DRAW\NGS SHALL COMPLY WITH THE FOLLOWING: Notes:
A ALL CONCRETE SHALL H \T CRADUAL 1. Tie ends shall overlap by at least 6"
IRREG 2. Tie ends shall terminate in standard

GULARITIES LIMITED
SURFACE IRREGULA hooks that engage with a longitudinal
bar
3. overlaps at ends of adjacent circular
ties shall be staggered around the
perimeter enclosing the longitudinal

\ \O N NOTES bars

SCALE ©CD No.
NTS 05

FOU N DATlON DETAI LS PROJECT NO. REFERENCE SHEET

I ‘ I K 135229 A12.10
DATE DSA#

/ART & AR CHITECTURE INDEPENDENCE - CONCESSION BUILDING 06/11/2021 01-118508

SHEET NO.

No. C-22312
REN. 3-31-23

394 A Umbarger Rd
San Jose, CA 95111

Phone 408.224.9830
Fax  408.224.9891 CCDO5'A2

EAST SIDE HIGH SCHOOL DISTRICT
www.ArtikA3.com







